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Section Il — HAZARDOUS INGREDIENTS
IMGREDIENT ‘ Tw VAPOR
PERCENT rru ma/M# LEL PRESSU'{E
@20°C,mm
Butyl Acetate 10 150 710 1.7 8
Cellosolve Acetate - Skin 30 100 540 1.8 2.0
Ethyl Acetate ” <5 400 1400 2.5 71.2
Methyl Isocbutyl Ketone - Skin 10 100 410 1.4 15
Pigment Containi ? dﬁb mates 20 - - - -
) Pb CONFIDEN 1AL H\F A - - 0.05 NA NA
ND - - - NA NA
Cr oo monwon s AT 0. 05 |
DISCLOSED ONLY FOR THE PURPOSES
REQUIRED BY LAW. NO OTHER USE OR
DISCLOSURE 1S AUTHORIZED.
' NA = NoY Appliqable
& —tee —— — e e — et |

‘Section lll - PHYSICAL DATA

BOILING RANGE  171-313°F 77=156°C VAPOR DENSITY Lz_] HEAVIER. [:j—uenren. THAN AIR
EVAPORATION RATE D FASTER SLOWER, THAN ETHER :iR\IgEUL?LAﬂLE 6 6 gf{?g; PER 9'. 8 le .
Section IV — FIRE AND EXPLOSION HAZARD DATA
DOT CATEGORY Flammable Liquid FLASHPOINT  31°F (Closed Cup) Lee See IT
OSHA -Flammable-Class 1B -0.5°C _

extinauisHing epia  USe National Fire Protection Association Class B extinguishers
(Carbon dioxide, dry chemical or foam)

UNUSUAL FIRE AND EXPLOSION HAZARDS Keep containers tightly closed. 1Isclate from heat,
electrical equipment, sparks and open flame. Closed containers may explode
when exposed to extreme heat., Do not apply to hot surfaces.

SPECIAL FIRE FIGHTING PROCEDURES Water spray may be ineffective. Water may be used to cool
closed containers to prevent pressure build-up and possible auto ignition or
explosion when exposed to extreme heat. If water is used fog, nozzles are

preferable.
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il Section V — HEALTH HAZARD DATA

THRESHOLD UMITvALUE See TII (Not Established for Product)

errecTs oF overexposure Inhalation: Anesthetic. Irritation of the respiratory tract
or acute nervous system depression characterized by headache, dizziness,
staggering gait, confusion, unconsciousness or coma. Others as noted in Sec. IX.

Skin'or Eve Contact: Primary Irritation.

EMERGENCY AND FIRST AIO PROCEDURES Inhalation: Remove from exposure. Restore breathing.
Keep warm and quiet. Notlfy a physician. Skin Contact: Wash affected

areas with water. Remove contaminated clothing. Consult a physician.

Eye Contact: Flush with water for 15 minutes. Consult a physician.

Section VI — REACTIVITY DATA

STABILITY  [__] UNSTABLE [ X ] STABLE CONDITIONS TO AVO1O
INCOMPATABILITY (Materials to avoid)

HAZARDOUS DECOMPOSITION PRODUCTS

Products of combustion are hazardous.

HAZARDOUS POLYMERIZATION [] maroceun [ wiinoT occur
CONDITIONS TO AVOID

' Section VIl — SPILL OR LEAK PROCEDURES

STEPSTOBETAKENlNCASEMATERIALISRE‘LEASEDORSPILLED ‘RemOVe all sources Of lgnltlon. AVOld
breathing vapors. Ventilate area. Remove with inert absorbent and non-
sparking tools.

WASTEOISPOSALMETHOD  pDjspose in accordance with local, state and federal regulations.
Incinerate in approved facility. Do not incinerate closed containers.

Section Vill — SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION T outdoor or open areas use NIOSH approved mechanical filter
respirator.
In restricted ventilation areas use NIOSH approved chemical-nechanical filters.

In confined areas use NIOSH approved air line type respirators or hoods.

ventation Where employees may be exposed, provide general ‘dilution or local
exhaust ventilation in volume and pattexrn to keep TLV of hazardous ingredients
in Section II below recommended (ACGIH) or regulated (OSHA) limit. Where
employees will not be exposed, keep LEL in Section II below 25% of limit.
proTECTIVEGLOVES _ ___Recommended; X  Reguired

everroTecTion Use safety eyeware designed to protect against splash of liguids.
otHeR PROTECTIVE EQuiPmenT Prevent prolonged skin contact with contaminated clothing.

Section IX — SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN MANDLING ANG STORING DO not store above 120°F. Store large guantities
in buildings designed and protected for storage of flammable liguids.

orHerpRECAUTIONs DO not take internally. Containers should be grounded when pour-
ing. Avoid free fall of liquid in excess of a few inches. Do not sand, flame
cut, braze or weld without NIOSH approved respirator Or appropriate ventilation.

Observe container precautionary label warnings.
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